HAIAKOI LYAAEKTELZ / SOLAR COLLECTORS
MEGASUN - ASS0S BOILERS - NOVASUN - VORMANN

YuMékTeg / Flat plate collectors ST 2000 & ST 2500 EntAekTikoi/Selective

MONTEAO EMI®ANEIA EIAOZ LYAAEKTH
MODEL SURFACE COLLECTOR TYPE
(m?)
ST 1500* 1,57 KABETOY / VERTICAL
ST 2000 210 KABETOY / VERTICAL
ST 2500 2.62 KABETOY / VERTICAL
ST 2000 HOR 210 OPIZONTIOZ / HORIZONTAL
ST 2500 HOR 2.62 OPIZONTIOX / HORIZONTAL
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Avodiopévo npopih ahoupviou e1dikoU
oxedlacpou Wlaitepa avBekTIKO o€ avTiEoeg
ouwBnkec (uynhn uypacia - napabaldooieg
neEPLOXEC).

["aABaviopévn Aapapiva 0,4 XA
n avodlwpevo aloupivio

YahoBapBakag, MetpoBapBakag

eviaio @UAAO PE EMAEKTIKN ENiOTPWON
Tiraviou

22mm

10mm

XaAkocg

Laser

10 bar

7 bar

aBpauoTto kpuoTaAho. Tzaut Aopakeiag
(Solar Tempered Glass)

kaoutooUk EPDM kat dagpavn glAikovn
yAUKOAN KataAnAn yia nAlakoucg
GUAAEKTEG

95% + 2%

4% £ 2%
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AIAYTAXEIX
DIMENSIONS
YxMxIl
(mm x mm x mm)

1546 x 1015 x 90
2050 x1010x 90
2050 x 1275 x 90
1010 x2050 x 90
1275 x 2050 x 90
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External frame:

Back side:

Double insulation:
Absorber:

Absorber’s pipes/
Headers:

Absorber’s pipes/
Risers:

Material:

Welding Method
absorber - tube:

Test Pressure:

Maximum functional
pressure:

Cover:
Water-tightness:
Antifreeze:

Total thermal
efficiency:

Total thermal losses:

Collecto? },ackag;?g
y 1, plastic cor b film
Jl'i Or?ned stretd!

BAPOX TEET NIETHE
WEIGHT PRESSURE TEST
2 10 BAR ]
36 10 BAR :
45 10 BAR g
36 10 BAR E
45 10 BAR ¢

Anodized aluminium built-in profile
specially designed, extremely resistant
to adverse weather conditions (high
humidity-seaside areas)

galvanized sheet - 0.4 mm
or anodized aluminium

Glasswool, Rockwool

one single full plate sheet

with high selective titanium treatment
@ 22mm

@ 10mm

Copper

Laser

10 bar

7 bar

Solar Tempered Glass

EPPM Elastic rubber and transparent
silicone

glicol appropriate for solar systems

95% £ 2%

4% + 2%

PSR
ate%ets

oree:
ot teteatetetetetetols
255 SRR

R

GRS

e asaseaTaterss
soneteleledeteleteleteletelels®

0%a%6%5%a% % %%




MONTEAO
MODEL

SOL 2000
SOL 2500
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E€wtepiko MAaiolo:

Miow nAartn
OUAAEKTN:

AwnAn pévwon:

AnoppognTng:

AwdpeTpog opLzovTiwv
owANVWV:

Awapetpog kabetwv
OwANVWV:

YAiko:

MeBodog TuykoAnong
ZwAnvav -
Anoppo@nTn:

Mieon dOKLPAG:

Mey. nieon
AetToupyiag:

KdaAvppa:

LteyavoTnTa:
AVTIWWUKTIKG péoo:

ZuvoALlKn BepuLknh
anoAaBn:

SOLARNET
YuhékTeg /Flat plate collectors SOL 2000 & SOL 2500 EntAekTikoi/Selective

EMI®ANEIA EIAQX YYAAEKTH
(m?) COLLECTOR TYPE
SURFACE
2.00 KABETOY / VERTICAL
250 KABETOY / VERTICAL

Avodlopévo npogil ahoupviou 8Laitepa
avBekTiko oe avii€oeg ouvBnkeg (uynin
uypacia - napaBalaooleg neploxec).

["aABaviopévn Aapapiva 0,4 xiA
n avodlwpevo aloupivio

YahoBapBakag, MNetpoBapBakag

eviaio @UAAO PE EMAEKTIKN ENiOTPWON
TiTaviou.

22mm
10mm

XaAkoc

Laser

10 bar
7 bar

aBpauato kpuoTaAho. Tzapl Aogaieiag
(Solar Tempered Glass)

ola@avn olAtkovn

YAUKOAN kaTaAAnAn yla nAlakoug
QUAEKTEG

95% + 2%

ZuvoALKn BepuLkh 4% + 2%
anoBoAn:
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AIAYTAXEIZX
DIMENSIONS
YxMxTl

(mm x mm x mm)

2000x1000x70
2000x1250x70

=

External frame:

Back side:

Double insulation:

Absorber:

Absorber’s pipes/
Headers:

Absorber’s pipes/
Risers:

Material:

Welding Method
absorber - tube:

Test Pressure:

Maximum functional
pressure:

Cover:

Water-tightness:
Antifreeze:

Total thermal
efficiency:

Total thermal losses:

HAIAKOI LYAAEKTELZ / SOLAR COLLECTORS

BAPOZX TEIT NIEZHI
WEIGHT PRESSURE TEST

33 10 BAR =

40 10 BAR E

£

Anodized aluminium profile
resistant to adverse conditions [high
humidity-seaside areas]

galvanized sheet - 0.4 mm
or anodized aluminium

Glasswool, Rockwool

one single full plate sheet

with selective titanium treatment
@ 22mm

& 10mm

Copper

Laser

10 bar

7 bar

Solar Tempered Glass

transparent silicone

glycol appropriate for solar systems
95% + 2%

4% + 2%




